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APFRCVALS: PRODUCING PLALT CANCELS: NEW
SEATTIE . DATE: TEST BATCH
BULLZITI DESCRIFTIO!N A POUNDS GLLLSNS
165 Rew Gypsum — 64.01 _ 4000
gég ) Tale 1,60 100
036‘ _ Celite 434 1.60 100
245 __Mg}hécel 228 0,26 .16
200 Keltode 0.13 8
330 Eg;yvinyl‘Alcohol Q.16 10
453 _Preservative - Dowicil 75 0.10 6
470 FVAc Fmulsion - Ucer 131 5.21 332 36
284 Oleic Acid 0,38 24,
450 Triethanclamine 0.19 12
090 __Colloids #60 0,10 6
130 __Ethylene Giycol 1,20 75 8
267 Qdorless Mineral Spirits 1.28 80 . 12,5
Water ! 23,68 1480 178 max
TOTAL ‘.lO0.00 6249
A INSTRUCTIONS:
1, See Process Bulletin J-2,
2, Filling - 4 gal. carton, 50 lb, net.
W:
T™™-1 - Viscosity, 150 gm. cylinder @ 5 gee, 12 - 14 mm
TM=-6  Application” No lumps

T™-7  Workability

Equal to Standard
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